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sure shall be deemed a low-pressure tire, and every pneumatic tire in-
flated to 100 pounds pressure or more shall be deemed a high-pres-
sure tire.
(f) The Department upon registering any vehicle, under the laws
of this State, which is designed and used primarily for the transpor-
tation of property or for the transportation of 10 or more persons,
may require such information and may make such investigation or
test as necessary to enable it to determine whether such vehicle may
safely be operated upon the highways in accordance with all tile pro-
visions of. this Section. The Department is hereby authorized to reg-
ister every such vehicle for a permissible gross weight not exceeding
the limitations set forth in this Section, and it shall be unlawful for
any person to operate any vehicle or combination of vehicles of a gross
weight in excess of that for which registered by the Department or
in excess of the limitations set forth in this Section. In no case shall
the Department license or register a towed vehicle to carry a load,
exclusive of the weight of such towed vehicle, greater than twice the
licensed or registered capacity of the towing vehicle. To effectuate
the provisions of this Section, every person making application for a
motor vehicle license for every such vehicle shall declare, in the form
prescribed by the Department, the true empty weight of every such
vehicle; and on every such vehicle licensed for over two tons capacity
the owner shall stencil or mark in a conspicuous place on the said ve-
hicle the declared true empty weight.
BEOTION 7: Spilling Loads Prohibited - - No vehicle shall be
driven or moved on any highway unless such vehicle is so constructed
or loaded as to prevent any of its load from dropping, sifting, leak-
ing, or otherwise escaping therefrom.
SECTION 8: Trailers and Towed Vehicles- - (a) When one ve-
hicle is towing another vehicle the drawbar or other connection shall
be of sufficient strength to pull all weight towed thereby and said
drawbar or other connection shall not exceed 15 feet from one ve-
hicle to the other except the connection between any two vehicles
transporting poles, pipe, machinery or other objects of structural
nature which cannot readily be dismembered.
(b) When one vehicle is towing another vehicle and the connec-
tion consists of a chain, rope, or cable, there shall be displayed upon
such connection a white flag or cloth not less than 12 inches square.
SECTION 9: Weighing Vehicles and Loads- - unload excess
weight.-(a) Any officer or agent of the Department having reason
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